
 

 

 

 

Warranty                                                                                  SZ-210-36MFE 
 

MechanicalData 
StandardTestConditionsAM=1.5,E=1000W/m2,TC=25℃ 

NominalPower 210W 

CellType Monocrystalline 

ModuleEfficiency 19.41% 

MaximumPowerCurrent(Impp) 5.45A 

MaximumPowerVoltage(Vmpp) 38.5V 

Open-circuitVoltage(Voc) 45.5V 

Short-circuitCurrent(Isc) 5.96A 

MaximumSystemVoltage 100V 

OutputTolerance ±3% 

Cable 700mm/2.5mm2 

ConnectorType MC4/MC4Compatible 

ModuleStructure ETFE/EVA/Backsheet 

Junctionboxrating ≥IP67 

NumberofDiodes Two 

WorkingTemperature -20℃~+60℃ 

Packaging 
 

ModuleDimensions 11400*1000*2mm 

ModuleWeight 4.3kg 

Package SinglePackage 

PiecesperPallet 35 

GrossWeightperPallet 200kg 

PalletDimensions 1200*1100*1000mm 

 

2yearsManufacturerWarranty 

WarrantyonElectricalPerformance：

5years80%ofpoweroutput 

Manufacturing 

Originalcellsortingsystemensuresthebest 

electriccellmatch 

EL-Testingbeforepacking. 

Comprehensivemodulepowertesting. 

 

Performance 

Upgraded 

efficiencyandunprecedentedflexibility.Weakenedho

t-

spoteffect,extremelylowriskofmicrocracksandincrea

sedstabilitybyshingle-

tech.Specialconnectionmethod 

lowerstheinternalresistanceandensuresbetterperfor

mancethantraditionalconnectionwithbusbar. 

IP67ratedjunctionbox,reliablecablesandstanda

rdMC4connectorsimprovethestability 

 

 

 

 


