Max. Current

10A
System Voltage 12/24v
Max. battery voltage 40v
Battery type Liquid, AGM, GEL and Lithium (Programmable)
Fast Voltage <145V/29.0V (25°C)
Boost Voltage

14.5V/29.0V (25°C)

Equal Voltage 14.8V/29.6V (25°C) (Liquid)

Batrery Liquid, Float Voltage 13.7V/27.4V (25°C)
AGM,
Parameters | . Overcharge Protect 155/31.0V
Low voltage disconnect 10.8~11.8V/21.6~23.6V; SOC1~5
Low voltage reconnect 11.4~12.8V/22.8~25.6V(Programmable)
Temp compensation -4.17 mV/K per cell (Boost, Equal) ;-3.33 mV/K per cell (Float)
Charging voltage target 11.0-32.0V(Programmable)
Charging voltage recovery 9.5~31.8V(Programmable)
Lithium
Low voltage disconnect 80 ~300V(Programmable)
Low voltage reconnect 86 ~ 31.0V(Programmable)
Liquid, AGM, GEL: 3.0~8.0V/6.0~16.0V(Programmable)
Day/Night threshold
Lithium: 3.0~20.0V(Programmable)
Panel
Parameters Day/Night delay time 0~30min(Programmable)
Max. panel voltage 25v/50v
Dimensions 82+68*18.6mm
Weight 190g
Wire size 25mm2
System
Self consumption 10ma
Parameters
Ambient temperature -35C~+60 °C
Degree of protection P67

Max. Altitude 4000m



